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This “Test Plan” form is intended to be used as template to assist applicants in applying for DOA and therefore demonstrating the required design capability and provide a basis for the DOA applicant to produce the own template.
The template form and text already entered are examples and shall be checked if they are appropriate and be changed accordingly by the organisation. All text boxes should be deleted after the information is entered to produce the final DOA form.
The required information can be presented entirely in this document, or in additional documents appropriately identified and referred to.
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[bookmark: _Toc365987811][bookmark: _Toc371513578]Aircraft Type/Model
List here the affected product type/model. 


[bookmark: _Toc371513579]Project no.
Reference the project no.


[bookmark: _Toc371513580]Certification Specification
List or better write down  the certification specification requirements where this document demonstrates compliance with.


[bookmark: _Toc217355157][bookmark: _Toc371513581]General Part Information
Example:
A compliance test has to be reported to the Office of Airworthiness in due time (at least 2 cw before start). In case the corresponding change is classified major the Office of Airworthiness has to be informed at least 3 cw before start. In case the Agency requested to witness the test the Office of Airworthiness informs the PCM as soon as possible.
Before the test is performed, following has to be ensured:
a) The part which has to be tested shall comply with the type design definitions. Any deviations shall be justified and approved by the relevant CVE (Statement of Conformity or EASA Form 1 available)
b) The test equipment and all measuring equipment used for this test are adequately to the test and appropriately calibrated.
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[bookmark: _Toc371513585]Proposed Test Results (Fail/Pass Criteria)

[bookmark: _Toc371513586]Specification of the Test Specimen
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[bookmark: _Toc371513588]Test Facility Description

[bookmark: _Toc371513589]Test Set-Up and Special Instructions

[bookmark: _Toc371513590]Instrumentation
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[bookmark: _Toc371513593]On-Test Inspections / Maintenance
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· Test sequence
· Data which has to be recorded
· Etc.
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