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Long Landings 
• Significant number of 

“long landings” – long 
touchdown 

• Touchdown outside the 
touchdown zone 

• All runway excursion 
type of accidents start 
with an unstable 
approach continued 
with landing 

 



Why does it happen? 

• “Smooth” landings 

• Cultural issue 

• Tradition 

• Long runways 

• Lack of high speed taxiways  

• Taxiway exits not at the proper distance from 
threshold 

•  Minimize runway occupancy time 



Where does it happen? 
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B737 Event 3043 - Long Touchdown – all levels included 

Airports with long runways or with improper 

taxiways to vacate the runway 



Risk Assesment 

 



Risk Mitigation 

• Training 

– Initial  

– Recurrent 

• Gap Analysis 

• ATC involvement 

• Airport authorities 

• Continuous Data Sharing 

 



Monitoring 

• - Airfase Reports  

• - Trend analysis 

• - Safety Targets 

• - Simulator reports 

• - Flight Safety Committee Meetings 



Targets / Achievements 
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 Hazard identification and Monitoring 

B737 Event 3043 - Long Touchdown 

 

Event No. Event Name 

Trigger 

Condition Low Limit Medium Limit High Limit 

 

3043 

Long 

Touchdown 

_DIST_TO_TH

R_CONV>=: 750 m 950 m 1050 m 

TAROM/Safety 9 



Safety Promotion 

 

 

• Reduction of probability is 
possible 

• Insist on the issue in all 
Flight Safety Committees 

• Top 10 Event Reports 

• FDM Monthly reports 

• Safety target completion 

• Safety Emails 

• Safety Info 

 



Safety Promotion 

 





Conclusion 

• FDM can be 
successfully used to 
track and reduce 
risks 

 


