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Issue:
The scope of a restoration task can vary from cleaning or replacement of single parts up to complete overhaul, as stated by the MSG-3 document. When a component is removed from the aircraft for a restoration, the component's ‘Authorized Release Certificate, Airworthiness Approval Tag’ will carry the information about the task intent and when the task is accomplished, the report of the job carried out. Since it is fundamentally necessary to include the task scope as identified during the MSG-3 analysis, the type certificate holder shall ensure that the intent of the MSG-3 task is easily available to ensure proper information is used on the ‘Authorized Release Certificate, Airworthiness Approval Tag’ (e.g. FAA Form 8130-3 and EASA Form 1).
Problem: 
Although current MSG-3 document text emphasizes that the scope of each assigned restoration task has to be specified, OEMs reported inconsistency on the implementation in the MRBRs. Therefore, explanation bringing the motivation of restoration task descriptions would enhance awareness to MSG-3 document users.
Recommendation (including Implementation):

Amend Section 2-3-7 as follows (added text in blue):

5. Restoration (All Categories) 

	QUESTION 5C, 6C, 7C, 8D, & 9D.
	IS A RESTORATION TASK TO REDUCE FAILURE RATE APPLICABLE AND EFFECTIVE?


That work necessary to return the item to a specific standard.

Since Restoration may vary from cleaning or replacement of single parts up to a complete overhaul, the scope of each assigned restoration task has to be specified highlighting the intent of the task justified by the MSG-3 logic.

By specifying the restoration task scope, proper tracking of the task accomplished can be achieved when a component is removed from the aircraft for off-wing maintenance. The type certificate holder will select a method of publishing the information to ensure that the users are aware of the task intent. Examples of those methods are: providing a more detailed MRBR Task Description, outlining task requirement in AMM remove/replace instructions, ensuring CMM clearly distinguishes MRBR requirement(s), among others. 
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