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	Declaration form to MoC to OSO#6

	
	




DECLARATION OF COMPLIANCE IN ACCORDANCE WITH
SAIL III MOC TO SORA OSO#6
(insert model name)

[bookmark: _Hlk183098538]Hereby, I, ___________ (insert name of the accountable manager of UAS’ designer), accountable manager of the company (insert name of the company) declare under my sole responsibility that the UAS __________ (insert UAS model name), designed by the _________ (insert name of the company as above) with hardware and software configuration as defined by documents (insert documents numbers and version): __________  is compliant with OSO#6 and such compliance has been determined applying the EASA SAIL III MoC to OSO#6, issue 1.
I moreover declare that the requirements of the MOC have been reviewed and that its provisions have been complied with. In particular:
☐  The C2 Link system has been fully described in accordance with chapter 3.1 of the MoC and such description recorded in appropriate documentation.
☐   The maximum coverage of the C2 Link has been assessed by analysis (chapter 3.2.2.1) and test (chapter 3.2.2.6) have demonstrated that within such range the C2 link minimum required performances in terms of availability, continuity, integrity and latency are achieved, as long as applicable limitations and recommendations (if any) are observed.
☐  The C2 Link description, its performances, operational limitations and all applicable information for C2 link utilization, needed by the operator to safely control the UA, have been reported in the flight manual.
☐  The C2 Link system is adequate to safely control the UA within the specified limitations.
☐  If means to establish communication with ATC are integrated in the UAS, it has been demonstrated that such means perform as expected, are properly integrated in the UAS architecture and allow communication with ATC with latency sufficiently low in order to serve their purpose.

Evidence
The following supporting evidence has been developed in accordance with the MoC, and will be made available should it be requested by the competent authority for oversight purposes:
	Document description [with indication of relevant MoC section]
	Document name (including chapter/subchapter)
	Document version

	C2 Link system description [3.1]
	
	

	Dedicated maintenance instructions (if applicable)
	
	

	Dedicated training syllabus (if applicable)
	
	

	Link budget calculation with explanation of how the various contributions have been determined (data sheets, estimation, test, similarity, …) [3.2.2.1]
	
	

	Determination of the maximum required C2 loop latency [3.2.1.2] and assessment by analysis that such maximum latency is met [3.2.2.2]
	
	

	Method / Implementation to achieve sufficient data integrity  [3.2.2.3]
	
	

	Method / Implementation to achieve sufficient C2 link protection  [3.2.2.5]
	
	

	Test plan, test results, definition of set-up utilized for tests, reporting and analysis of anomalies / malfunctions observed during tests, evidence that tests have been positively passed [3.2.2.6]
	
	

	Instructions for pre-flight C2 Link checks [3.4]
	
	

	Utilization of external services in support of the C2 Link (if applicable) including the demonstration that the UAS can be adequately controlled supporting the C2 link with external service(s) [3.6].
	
	

	If the UAS includes means for communication with ATC, check that communication latency is sufficiently  low for this means to effectively serve their deconfliction purpose, that they perform as expected and that they are properly integrated in the UAS architecture [3.7].
	
	


Table 1 - Compliance evidence

Further evidence may be requested by the competent authority for oversight purposes. 

Additional information
I declare that the following information correspond to the product referred to in this declaration:
· The C2 Link integrated in the UAS operates only in radio line of sight:
☐No 
☐Yes
· The C2 Link integrated in the UAS operates beyond radio line of sight and to this aim:
☐Utilizes LTE
☐Utilizes SATCOM
☐Utilizes another kind of external service (please specify which)
☐The operator is required to establish a service level agreement with the service provider as per SORA OSO#13
· Evidence from operations has been utilized to demonstrate compliance in accordance with the MoC:
☐No 
☐Yes

Please note that several product harmonisation legislations may apply to your product when placed or made available on the EU market. For instance the Radio Equipment Directive 2014/53/EU, Low Voltage Directive 2014/35/EU, Electromagnetic Compatibility Directive 2014/30/EU, Regulation 2023/1230/EU - machinery | Safety and health at work EU-OSHA (europa.eu) , RoHS Directive 2011/65/EU, etc. It is your responsibility to identify applicable legislations and requirements. Once conformity to all applicable requirements has been demonstrated, manufacturers shall draw up an EU declaration of conformity and affix the CE marking on their product.

Email of the accountable manager:  ___________________
Telephone number of the accountable manager:  _____________
Legal address of the company: __________________



Date, place				the accountable manager of (insert name of the company)
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